PERFORMANCE CHART FOR 100 MM (4") BOREWELL SUBMERSIBLE PUMPSETS - KS4 - AN SERIES AT RATED VOLTAGE OF 220 VOLTS -

SINGLE PHASE / 415 VOLTS - THREE PHASE, 50 Hz FREQUENCY, AC SUPPLY

S. No. | Pump Model chsialibnsti, s’::gfs Ost;::t Ra(tgg‘ggrr;;s "| M . : . 24 e Gl = i
kw HP (mm) | 1PH | 3PH m’/h 0 0.4 1.1 1.4 1.8 2.2 25 2.9

1 |KS4AN-0507 #§ 0.37 | 050 07 32 5.3 2.8 49 46 44 42 39 35 30 25
2 |KS4AN-0810 #§ 055 | 0.75 10 32 6.2 28 e 70 65 63 60 55 50 43 36
3 |KS4AN-1014 0.75 | 1.00 14 32 7.5 3.0 = 98 91 88 84 77 70 60 50
4 |KS4AN-1016*S| 0.75 | 1.00 16 32 7.5 3.0 ° 112 | 104 | 101 96 88 80 69 58
5 |KS4AN-1518 #§ 1.10 | 1.50 18 32 105 | 4.0 g 126 | 117 | 113 | 108 | 99 90 77 65
6 |KS4AN-1520*S| 1.10 | 1.50 20 32 105 | 4.0 B 140 | 130 | 126 | 120 | 110 | 100 | 86 72
7 |KS4AN-2025 1.50 | 2.00 25 32 138 | 48 o 175 | 163 | 158 | 150 | 138 | 125 | 108 | 90
8 |KS4AN-2030 150 | 2.00 30 32 138 | 48 e 210 | 195 | 189 | 180 | 165 | 150 | 129 | 108
9 |KS4AN-3034 2.20 | 3.00 34 32 198 | 69 = 238 | 221 | 214 | 204 | 187 | 170 | 146 | 122
10 |KS4AN-3037 2.20 | 3.00 37 32 198 | 69 259 | 241 | 233 | 222 | 204 | 185 | 159 | 133
11 |KS4AN-3040 2.20 | 3.00 40 32 198 | 69 280 | 260 | 252 | 240 | 220 | 200 | 172 | 144

PERFORMANCE CHART FOR 100 MM (4") BOREWELL SUBMERSIBLE PUMPSETS - KS4 - H SERIES AT RATED VOLTAGE OF 220 VOLTS -

SINGLE PHASE / 415 VOLTS - THREE PHASE, 50 Hz FREQUENCY, AC SUPPLY

s leend e toot Culet R moere,™| LM | o | e0 | 120 | 180 | 240 | 300 | 360 | 420
kW HP (mm) | 1PH | 3PH m’/h 0 36 | 72 | 108 | 144 | 18.0 | 216 | 25.2

1 | KS4H-2006 *S | 1.50 | 2.00 06 50/65 | 13.8 | 4.8 32 30 27 24 21 17 12 6

2 |KS4H-3007 #S | 2.20 | 3.00 07 50/65 | 19.8 | 6.9 - 38 35 32 28 24 20 14 7

3 | KS4H-3008 2.20 | 3.00 08 50/65 | 19.8 | 6.9 & 43 40 36 32 28 22 16 8

4 |KS4H-3009 #S | 2.20 | 3.00 09 50/65 | 19.8 | 6.9 ° 48 45 a1 36 31 25 18 9

5 |KS4H-4010 3.00 | 4.00 10 50/65 23 9.0 = 54 50 46 40 35 28 20 10

6 |KS4H-4011 3.00 | 4.00 11 50/65 23 9.0 b 59 55 50 44 38 31 22 11

7 | KS4H-5012 3.70 | 5.00 12 50/65 30 | 106 ° 64 60 55 48 41 34 24 12

8 |KS4H-5014 3.70 | 5.00 14 50/65 30 | 106 ° 75 70 64 56 48 39 28 14

9 | KS4H-6015 450 | 6.00 15 50/65 NA | 126 = 80 75 68 60 52 42 30 15

10 | KS4H-8020 550 | 7.50 20 50/65 NA | 155 107 | 100 [ ot 80 69 56 40 | 20

PERFORMANCE CHART FOR 100 MM (4") BOREWELL SUBMERSIBLE PUMPSETS - KS4 - HF SERIES AT RATED
SINGLE PHASE / 415 VOLTS - THREE PHASE, 50 Hz FREQUENCY, AC SUPPLY

i Noot Ot R oeres™| M | o | 6o | 90 | 120 | 150 | 180 | 210 | 240
kW | HP (mm) | 1PH | 3PH m’/h 0 36 | 54 | 72 | 9.0 | 10.8 | 126 | 144

1 KS4HF-2010 | 1.50 | 2.00 10 50 138 | 48 |Headin| 64 60 55 50 42 32 24 12

2 | KS4HF-3015 | 2.20 | 3.00 15 50 198 | 69 | Meters | gg 90 83 75 63 48 36 18

PERFORMANCE CHART FOR 100 MM (4") BOREWELL SUBMERSIBLE PUMPSETS - KS4 - C SERIES AT RATED VOLTAGE OF 220 VOLTS -

SINGLE PHASE / 415 VOLTS - THREE PHASE, 50 Hz FREQUENCY, AC SUPPLY

e Power Rating Sp::g:fs (i i Mhenrne & IENE o n S0l a5 | 53 | eo |[lsSeo
kW HP (mm) | 1PH | 3PH m’/h 0 0.9 1.8 | 27 3.2 36 | 45 5.4

1 |KS4C-0806 055 | 0.75 06 38 62 | 28 49 47 45 40 36 33 25 16
2 |KS4C-1009 #S |0.75 | 1.00 09 38 75 | 3.0 73 70 68 59 54 50 37 23
3 |KS4C-1510 #ST | 1.10 | 1.50 10 38 105 | 4.0 - 81 78 75 66 60 55 41 26
4 |KS4C-1512 #T*S | 1.10 | 1.50 12 38 105 | 4.0 & 97 94 90 79 72 66 49 31
5 |KS4C-2014 #S | 1.50 | 2.00 14 38 138 | 48 ° 113 | 109 | 105 | 92 84 77 57 36
6 |KS4C-2016 #ST | 1.50 | 2.00 16 38 138 | 4.8 = 130 | 125 | 120 | 106 96 88 66 42
7 |KS4C-3020 #T |2.20 | 3.00 20 38 198 | 69 < 162 | 156 | 150 | 132 | 120 | 110 | 82 52
8 |KS4C-3022 #S*T | 2.20 | 3.00 22 38 198 | 6.9 © 178 | 172 | 165 | 145 | 132 | 121 90 57
9 |KS4C-4030 3.00 | 4.00 30 38 23 9.0 o 243 | 234 | 225 | 198 | 180 | 165 | 123 | 78
10 |KS4C-5035 370 | 5.00 35 38 30 | 10.6 o 284 | 273 | 263 | 231 | 210 | 193 | 144 | o1
11 |[KS4C-5038 370 | 5.00 38 38 30 | 106 308 | 296 | 285 | 251 | 228 | 209 | 156 | 99
12 |KS4C-6045 450 | 6.00 45 38 NA | 126 365 | 351 | 338 | 297 | 270 | 248 | 185 | 117
13 |KS4C-8056 560 | 7.50 56 38 NA | 155 450 | 430 | 400 | 350 | 320 | 290 | 215 | 138




